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MATERIAL SCHEDULE MERC EQUIPMENT LIST
SERVICE | PIPE CLASS PIPES TAKEDOWN JOINTS FASTENERS FITTINGS VALVES CENTRIFUGAL BALLAST PUMP WITH VFD
MATERIAL | MAT’L SPEC. TYPE MAT’L SPEC.| MATERIAL TYPE MAT’L SPEC. TYPE MAT’L SPEC. BACKFLUSH OVERBOARD DISCHARGE DIAPHRAM PUMP
ANSI| B36.10, PN 16 ANSI B 16.5,| . STEEL, PN 16 ANS| B16.9
CARBON ASTM A 106 |Flanges, Weld| ASTM A ANSI B18.2, |Flanges, Weld| or B16.28, PN G1L%BGEATE, AAZ?M 8;36924}' ALL EVALUATION SYSTEM VALVES, PIPING, & COMPONENTS
STEEL GR B or AS3|Neck, Socket|283/A 283M | ASTM A307 |Neck, Socket|ASTM A234/ | ~ 2o " 16/ A0S
BALLAST | \g3 Class I, GR B TY S or Weld or Slip | or A 105/A | GR B or | Weld or Slip | A234M GR ALl /
P5<Y2SEEM <16 bar, E SMLS Steel on 105M A563 GR A on WPB : or A336
-00ar T<200°C FILTER MANUFACTURER EQUIPMENT LIST
TeABC C. STEEL, PN 16 PN 16 GATE,|ANSI B16.34
Flanges: ANSI| B18.2, | Sil-Brazed . .34,
PVC ASTM D2665| Adhesive | ASTM D4024 | ASTM A307 |Unions or DIN| Commercial | . GLOBE, | ASTM A395/ BALLAST WATER FILTER
Bonded GR B or |2353 Comp. CHECK ‘and | A216/ A105
A563 GR A Fittings BALL. or A536 BACKWASH/BACKFLUSH FILTER DISCHARGE PUMP
FILTER AUTOMATION AND CONTROLS
GENERAL NOTES
PLAN DEPICTS MODIFICATIONS MADE TO PIPING SYSTEM
DURING THE COURSE OF THE VESSEL’S CONVERSION FOR
BALLAST WATER FILTER EVALUATIONS. NEW EQUIPMENT
AND CHANGES TO EXISTING PIPING TO BE CLEARLY
MARKED ON ORIGINAL DRAWING.
2. NEW PIPING AND EQUIPMENT TO BE INSTALLED IN
ACCORDANCE WITH APPLICABLE ABS, USCG, SOLAS,
MARPOL, AND OTHER REGULATORY AGENCIES.
3. DESIGN CHANGES TO SYSTEM DURING THE CONVERSION TO
MEET ALL APPLICABLE ABS, USCG, SOLAS, MARPOL, AND
SYMBOL LIST OTHER REGULATORY AGENCIES.
4. INSTRUMENTATION FOR TO BE FITTED AS PER
MANUFACTURER SPECIFICATIONS AND HAVE MEANS TO
GLOBE VALVE CENTRIFUGAL PUMP REPLACE INSTRUMENT WITHOUT DISABLING PIPE SYSTEM.
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5. PRESSURE INSTRUMENTATION FOR NEW EQUIPMENT TO BE

FITTED WITH THREE WAY SHUT OFF/TEST COCKS TO

ENABLE INSTRUMENT REPLACEMENT WHILE IN SERVICE AND

IN PLACE TESTING OF INSTRUMENT.

6. PIPING SYSTEM TO BE PRESSURE TESTED AND FLUSHED

PRIOR TO PLACING IN SERVICE. TEST PRESSURE AND
CLEANLINESS TO BE IN ACCORDANCE WITH ABS RULES.

7. PENETRATIONS THROUGH BULKHEADS TO BE MADE IN AN

APPROVED MANNER SO AS NOT TO COMPROMISE THEIR
WATER AND FIRE TIGHT INTEGRITY.

8. APPLICABLE ABS CERTIFICATES TO BE PROVIDED WITH ALL

NEW EQUIPMENT, SAFETY VALVES, PRESSURE REDUCING
VALVES, ETC.
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WITH CAM—LOCKS FLOWRATE TRANSDUCER SCALE SHEET  OF
DRAWING | DATE NAME N.T.S. 1 3
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